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TRUSTED TO THE EXTREME

® .
B I SCO Foa ms & SOI Id 5 The BISCO® product portfolio offers specifically
P rod uct Identlflcatlon engineered materials that maintain high performance in

extreme conditions and meet stringent safety
requirements. BISCO® materials are available in a wide
range of silicone buns, cellular foams, sponges, solids, and
specialty materials in a variety of firmness, thickness,
color, and adhesive options.

Cellular Foam: Open-cell material with key properties of durability, conformability, and excellent sealing for long-term protection

Solids: Industrial and performance grade material with key properties of tight thickness tolerances, high tear strength, and
superior FST performance

BISCO® Cellular Foam No Adhesive Example:

** Cellular Foams include: BF1000, BF2000,HT800, HT820, HT840, and HT870 products

HT800GRY .250x36x40 NU
|

Product Family | R
enotes No

Product Series Adhesive
Color Width Instructions
Dimensions T = Trimmed
Thickness (in) x Width (in) x Length (ft) U = Untrimmed

BISCO® Cellular Foam Adhesive Example:

** If an acrylic adhesive is needed on both sides a 2 would be placed in front of the A, reading 2AU

HT805GRY .250x36x40 AU
|

Product Family I I .
Requested Adhesive
Product Series A = Acrylic
s ane S =Silicone  width Instructions
added to indicate an Dimensions T = Trimmed
adhesive is needed

Thickness (in) x Width (in) x Length (ft)

BISCO® Calendar Solid Adhesive Example:
** Calendar Solids include: HT1200 series, HT6000 series, and MS1600 series products

** No Adhesive Calendar Solids follow the same nomenclature structure as the Cellular Foams
** The 40 in 1240 depicts the durometer, which is why we do not change it for solid products.

HT1240GRY .031x36x90 AU

U = Untrimmed

Product Family I I ]
; Requested Adhesive
Product Series Skt A = Acrylic

The number “5"
does not get added Dimensions
for these products Thickness {in) x Width (in) x Length (ft)

§ = Silicone  width Instructions
T = Trimmed
U = Untrimmed

The information contained in this Technical Bulletin is intended to assist you in designing with Rogers’ Elastomeric Material
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